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8 HANDLING AND SERVICING
INTRODUCTION

This section gives a description of the ground handling and basic servicing of the aircraft.  
GROUND HANDLING
TOWING INSTRUCTIONS
The aircraft can be moved manually without the use of a tow bar.  The forward lift struts and the leading edge of the horizontal or vertical stabilizer may be used for moving the aircraft.   Pushing or pulling on the propeller is not recommended.  
TIE-DOWN INSTRUCTIONS
If possible, tie-down the aircraft pointed into the wind.  The flaps should be fully retracted.  If tie-downs are unavailable, the parking brake should be set.  If tie-downs are available, tie-down both wings using the tie down rings on the outboard portion of the forward wing strut at the strut/wing interface.  Tie down the tailwheel at the head of the tailwheel.  
SERVICING FUEL, OIL, AND OTHER FLUIDS
OIL
Approved Oils: 
_________________________________________
The oil is checked by using the oil door on the upper right portion of the cowl.  Determine oil level by reading the markings on the dipstick. 
FUEL
Approved Fuel Grades:

_________________________________________

_________________________________________
The fuel caps on each tank have a forward facing vented cap.  Prior to fueling, attach a ground cable and remove fuel caps.  Monitor the amount of fuel added by visually watching the amount of fuel rise inside the tank.  Sump the drains as described in the preflight actions under the NORMAL PROCEDURES section.  Secure fuel caps on both tanks with vent tube facing forward.  
BRAKE FLUID
Approved Fluid:

_________________________________________

Visually inspect fluid levels.  If brake fluid is required, fill with an approved fluid approximately 2/3 full to leave space for the reservoir cap when it is installed.    
AIR FILTER

Approved Air Filter:

_________________________________________

Visually inspect air filter.  Depending on the operating conditions, filter life will vary.  Monitor filter and obtain replacement from Cub Crafters when required.
CLEANING AND CARE
EXTERIOR

Use mild automotive soap for washing the exterior of the aircraft.  

The windows and windshield can be cleaned using Zep Foaming Glass Cleaner. 
INTERIOR

A damp rag is typically adequate for cleaning the interior of the aircraft.  

The windows and windshield can be cleaned using Zep Foaming Glass Cleaner.
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